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Current Data Parameters
NAME JH415-2D data
EXPNO 26
PROCNO 1

F2 - Acquisition Parameters
Date_ 20220907
Time 6.19 h
INSTRUM Avance
PROBHD 21637390080 (
PULPROG cosygpppdgf.ptype

TD 2048
SOLVENT CDC13

NS 1

DS 8

SWH 2590.674 Hz
FIDRES 2.529955 Hz
AQ 0.3952640 sec
RG 101

DW 193.000 usec
DE 6.50 usec
TE 298.0 K
DO 0.00000300 sec
D1 0.77267110 sec
D11 0.03000000 sec
D12 0.00002000 sec
D13 0.00000400 sec
D16 0.00020000 sec
INO 0.00038600 sec
TDav 1

SFO1 400.1515319 MHz
NUC1 1H

PO 10.00 usec
Pl 10.00 usec
P17 2500.00 usec
PLW1 27.00000000 W
PLW10 3.00000000 W
GPNAM[1] SMSQ10.100

GPZ1 16.00 %
Pl6 1000.00 usec
======== F] INDIRECT DIMENSION
tdl 256

sw_F1 6.474231

Fl1 - Acquisition parameters
TD 256

SFO1 400.1515 MHz
FIDRES 20.239637 Hz
SW 6.474 ppm
FnMODE QF

F2 - Processing parameters
ST 1024

SF 400.1500325 MHz
WDW SINE

SSB 0

LB 0 Hz
GB 0

pPC 1.40

F1l - Processing parameters
ST 1024

MC2 QF

SF 400.1500325 MHz
WDW SINE

SSB 0

LB 0 Hz
GB 0



